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Bulkhead 60W - 100W Budget Range 
Rectangular + Oval (No Lamp)

� Approval - IP65, BS EN60598 pt2, CE
� Suitable for internal & external use 
� 100W max for continuous use B22 (BC)
� Knockouts  - 20mm on each side - BESA box knockout at base 
� Diffuser - Polycarbonate prismatic 
� Gasket - Silicon rubber 
� External screw down cover for safety - spare diffuser available - (colour Red) 
� OBH Glass Diffuser

Construction:- Type Base Body Diffuser
BHP100 Polycarbonate Polycarbonate Polycarbonate

BHP100RED Polycarbonate Polycarbonate Polycarbonate
CMP100 Metal Metal Polycarbonate

CMP100PC Metal Metal Polycarbonate
OBH60WG - Metal Glass
COM100 Polycarbonate Polycarbonate -

CPLR - Polycarbonate -
BHPLR - Polycarbonate -

Economy Drum Fittings Budget Range (Circular/Square)

� BSEN 60598 pt2, CE Square (IP44) � IP44� Polypropylene - White or Black Base with choice of Opal/Clear Diff 
� Range 2D16, Square/Circular 2D 28W, 2D 38W Circular

Dimensions
Code Description Colour Differ (mm) Rating Lamp
CIR16W 2D 16W Circular White Polypropylene Opal 240x80 IP44 2Pin 16W
CIR16B 2D 16W Circular Black Polypropylene Opal 240x80 IP44 2Pin 16W
CIR28B 2D 28W Circular Black Polypropylene Opal 330x85 IP44 4Pin 28W
CIR28W 2D 28W Circular White Polypropylene Opal 330x85 IP44 4Pin 28W
CIR38B 2D 38W Circular Black Polypropylene Opal 330x85 IP44 4Pin 28W
CIR38W 2D-38W Circular White Polypropylene Opal 330x85 IP44 4Pin 28W
CIR100B 100W Circular Drum Fitting Black Polypropylene Opal 240x120 IP44 100W GLS

Dimensions
Code Description Size Colour LxWxH (mm) Type Rating Box/Qty
BHP100 100W Rectangular Polycarbonate B22 Black Body Clear Diffuser Full Black 250x130x110 100W GLS IP65 10
BHP100RED 100W Rectangular Polycarbonate Red Black Body B22 with Red Lens Full Black 250x130x110 100W GLS IP65 10
CMP100 100W Rectangular Diecast Body + Polycarbonate Diffuser B22 Full Grey 240x115x100 100W GLS IP65 10
CMP100PC 100W Metal Polycarbonate with Photocell Full Grey 240x115x100 100W GLS IP65 10
CMP100RED 100W Rectangular Diecast Body + Polycarbonate Diffuser - Red Full Grey 240x115x100 100W GLS IP65 10
OBH60WG 60W Bulkhead Oval c/w Guard White - Metal Diecast Medium White 213x107x95 60W GLS IP65 10
COM100 60W Bulkhead Polycarbonate Base & Diffuser B22 Medium Cream 200x110x110 60W GLS IP44 20
CPLR CMP100 - Red Lens - Spare Full Red - - -
BHPLR BHP100 - Red Lens - Spare Full Red - - -
*Diffuser for use with CMP100 only.

Budget Square Fittings 2D16 IP55
Dimensions

Code Description Body Diffuser LxWxH (mm) Rating Type
SQ16BO Square 2D 16W Polycarbonate Black/Opal Black Opal 180x175x90 IP55 2D 16W 2Pin
SQ16BP Square 2D 16W Polycarbonate Black/Prismatic Black Prismatic 180x175x90 IP55 2D 16W 2Pin
SQ16WO Square 2D 16W Polycarbonate White/Opal White Opal 180x175x90 IP55 2D 16W 2Pin
SQ16WP Square 2D 16W Polycarbonate White/Prismatic White Prismatic 180x175x90 IP55 2D 16W 2Pin

Budget Rectangular Polycarbonate Bulkhead - EURO Range

� BSEN 60598 pt2, CE � IP65 
� Suitable for Indoor/Outdoor, European Design � Grey Base - Opal/Clear Diffuser
� UV Stabilised High Resistant Polycarbonate Body/Base

Dimensions
Code Description Body Diffuser LxWxH (mm) Rating Type Box/Qty
VB100GO Bulkhead Rectangular 100W Grey/Opal Grey Opal 230x115x100 IP65 100W GLS 1
VB100GC Bulkhead Rectangular 100W Grey/Clear Grey Clear 230x115x110 IP65 100W GLS 1
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Budget Drum Polycarbonate - Energy Saving Slimline Bulkheads

� Euro Range IP65 Polycarbonate (Circular Design Range) 
� BSEN 60598 pt2 � IP65 
� Body - ABS (White) Diffuser Polycarbonate Clear or 
Opal Dome Shape Reflector :- Pressed Aluminium Reflector
� Wall or Ceiling Mounting for Indoor or Outdoor Range 2D16W, 2D28W

Picture, Sign & Pub Lights
Picture Lights

� BSEN 60598 pt2 � Available in: Brass, Chrome, Antique Brass or Black
� Body - Brass or Chrome plated to high quality finish
� Available in 2 versions - 221mm or 284mm striplight 30W
� Supplied with installation instructions � Individually boxed

EURO SERIES

Sign Lights

� BSEN 60598 pt2 � 240v - 50Hz � Approval - IP65 � 20mm Threaded Entry 
� Class II earthed control gear tray & reflector � Material - Body injection moulded Black polycarbonate body
� Diffuser injection moulded clear polycarbonate secured to the body via six screws
� Weatherproof provided with a silicon rubber gasket � Reflector - High purity dimpled aluminium 
� Electrical - Pre-wired 3 core 1Mtr cable � 4 x PL9 lamps included in the fitting 
� 2x26W Lamps not included � Tilt & Turn elbow joint � Wall bracket (extension arm) 130mm & 400mm long 
� Application - Sign light & local area illumination

Swing Arm Desk Lamp

� Adjustable Reach - 91cm (36") � Takes 60ES (E27) GLS Lamp
� In Line On/Off Switch � Available In: Black or White � Easy spring action � Can be used as clamp or base

Code Description Body Diffuser LxWxH (mm) Rating Type Box/Qty
EUR0160P 2D 16W Circular Slim Bulkhead White Opal 275x85mm IP65 2D16W 2Pin 1
EUR016CL 2D 16W Circular Slim Bulkhead White Clear 275x85mm IP65 2D16W 2Pin 1
EUR0280P 2D 28W Circular Slim Bulkhead White Opal 335x110mm IP65 2D28W 4Pin 1
EUR028CL 2S 28W Circular Slim Bulkhead White Clear 335x110mm IP65 2D28W 4Pin 1

Oval and Round Economy Bulkhead (With Wire Guard)

� To BSEN 60598 pt2, CE � IP44 � Plastic White Base, Galvanised Guard and Glass Diffuser Oval 60W, 100W and
Round 100W BC � Made In Europe

Code Description Body/Diffuser LxWxH (mm) Rating Box/Qty
RND100WG Round Bulkhead 100w BC (Wire Guard) Plastic/Glass 210x105 IP44 10
OV60WHI Oval Bulkhead 60W BC (Wire Guard) Plastic/Glass 170x110x125 IP44 10
OV100WHI Oval Bulkhead 100W BC (Wire Guard) Plastic/Glass 195x115x135 IP44 10

Code Description Fixing Centre Dimensions (mm) Projection Box/Qty
PL221B Brass Picture Light 221mm 50.2mm 286x180 180° 1
PL284B Brass Picture Light 284mm 50.2mm 352x180 180° 1
PL284C Picture Light 284mm Chrome 50.2mm 352x180 180° 1
PL284AB Picture Light 284mm Antique Brass 50.2mm 352x180 180° 1
PL284BLK Picture Light 284mm Black 50.2mm 352x180 180° 1

Code Description Rating Colour Lamp Box/Qty
LDL60WHI 60W (ES) Desk Lamp White IP20 White 60W 1
LDL60BLK 60W (ES) Desk Lamp Black IP20 Black 60W 1

Code Description Dimensions Rating Lamp Box/Qty
SL49 Sign Lite 4 x PL9W c/w Lamp - U.K. 270x190x85 IP65 4xXLPL9* 6
SL226 Sign Lite 2x26W PLC (no lamp) 210x240x210 IP65 2xXLPLC26* 6
SLWMK130 Sign Lite 130mm Wall Kit 20mm - - - -
SLWMK400 Sign Lite 400mm Wall Kit 20mm - - - -

Pub Lights

Code Description Rating Type Box/Qty
PUBLB Brass Pub Light E27 150W - 150W ES 1
PUBLBLK Black Pub Light E27 150W - 150W ES 1
PUBLCHR Chrome Pub Light E27 150W - 150W ES 1
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Features
Range of downlighters consisting of Pressed Steel Low Voltage Downlighters
and Eyeballs in MR11 & MR16 sizes, suitable for 12v - 20W, 35W & 50W
lamps, also Adjustable Downlighter (gimble) 20°.

Diecast Low Voltage Aluminium Fittings, this range consisting of straight
downlighters, 20°, 45° and 45° with 360° rotation.

Pressed Steel Mains Voltage Downlighter, Eyeball in three sizes of reflector
Par Lamps, R50-40SES, R63 40-60W ES and R80 40W, 60W & 100W ES

Pressed Steel Mains Voltage GZ10/GU10 - Downlighters and Adjustable
Downlighters.

Energy Saving Downlighter for PL & PLC lamps with aluminium reflector -
vertical/horizontal shape for mounting control gear box.  Available in white
colour trim, aluminium reflector only.

A range of Downlighter & Eyeball kits for MR16 lamps c/w transformers,
lamps and easy to connect cable harness.

All above products are available in a range of White, Brass, Chrome & Satin
Chrome finish.

Low Voltage Downlighters,
Eyeballs & Transformers

N.B. Please add suffix - WHI for White, BRS for Brass, CHR for Chrome SC for Satin Chrome & BLK for Black when ordering.  
*Please refer to Selection Chart in the back of the catalogue for Cut Hole Size & Dimensions.
Warning - Please measure the actual fitting before cutting hole in the ceiling.

LVD16

LVE16CHR

+ LVCRCHR

LVD11WHI

LVSL16CHR 

LVD16CHR

LVE11SC

LVAD16BRS

+ LVCRBRS

+ LVCRWHI

LVCTL

LVFC

Low Voltage Fittings - Downlighter MR16 50mm

� BS EN60598 pt1, CE 
� Comprising - Durable pressed steel construction, high temperature double 
contact MICA covered ceramic lampholder with high temperature silicon cable lead -
VDE approved lampholder & cable � Supplied with clamp, terminal blocks which fits
with clips to the main body of the fitting - (see picture)
� Available In - MR16 & MR11 size � Supplied with fitting instructions
� Available In - White, Brass, Chrome, Satin Chrome & Black

Code Description Rating Angle Box/Qty
LVD16 Low Voltage Downlighter MR16 IP20 Fixed 10
LVAD16 Low Voltage Adjustable Downlighter MR16 IP20 20° 10
LVD11 Low Voltage Downlighter MR11 IP20 Fixed 10
LVE11 Low Voltage Eyeball MR11 IP20 45° 10
LVE16 Low Voltage Eyeball MR16 IP20 45° 10

Low Voltage Cupboard Downlighter & Triangle

� CE � 12v - 20W � Supplied in Brass, White, Chrome & Satin Chrome 
� Optional ring to make surface fitting

Code Description Angle Box/Qty
LVC20 2 Pin Cupboard Fitting 20W Flush Mounting) Fixed 10
LVCR Optional Surface Mounting Outer Flange for LVC20 - 10
LVCTL Triangle Light 12V 20W M47 (Satin Chrome Only) Fixed 1

Low Voltage Shower Light - IP44

� CE Class II � Supplied with gasket for safety
� Double contact Lampholder Suitable for MR16 20W or 50W Lamps 
� Available In - White. Brass, Chrome & Satin Chrome

Code Description Box/Qty
LVSL16 MR16 Downlighter Bathroom Fitting - Deep Glass 10

Fire Protection Cover

Code Description Box/Qty
LVFC Fire Protection Cover 200x120mm for Low Voltage Light 1

LVC20BRS

LVC20WHI

LVC20CHR
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